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(57) ABSTRACT

A battery pack including a battery gauge. The battery gauge
includes a circuit board, light emitting devices electrically
connected to a battery cell on the circuit board and turned on
or off according to a voltage of the battery cell, a display unit
disposed outside a pack case at positions corresponding to the
light emitting devices, and a partition wall guiding light of the
light emitting device to a part of the display unit correspond-
ing to the light emitting device. Since the partition wall pre-
vents light of the light emitting device from affecting the
neighboring light emitting device, an on/off operation of the
light emitting device is accurately displayed on the display
unit, so that a battery discharge level can be accurately
detected.

12 Claims, 5 Drawing Sheets
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1
BATTERY PACK INCLUDING BATTERY
GAUGE

CLAIM OF PRIORITY

This application makes reference to, incorporates the same
herein, and claims all benefits accruing under 35 U.S.C. §119
from an application earlier filed in the Korean Intellectual
Property Office on Jul. 13, 2009 and there duly assigned
Serial No. 2009-0063745.

BACKGROUND OF THE INVENTION

1. Field of the Invention

A battery pack including a battery gauge.

2. Description of the Related Art

Portable electronic devices, such as notebook computers,
personal digital assistants (PDAs), cellular phones, and digi-
tal cameras, receive power from rechargeable battery packs.
Since the discharge time of a battery pack is limited, a battery
discharge level is displayed through a display of an electronic
device. As is well known in the art, a battery discharge level is
expressed as a bar shape that is proportional in length to the
battery discharge level of a battery pack. Thus, a user is
informed of a battery discharge level of a battery pack based
on the length of a bar displayed on a display of an electronic
device.

However, a battery discharge level of a battery pack can be
detected only when the battery pack is installed on an elec-
tronic device. That is, when a battery pack is removed from an
electronic device or when the electronic device is turned off,
it is difficult to detect the battery discharge level of the battery
pack.

To address this limitation, a battery gauge including a
plurality of light emitting diodes (LEDs) and a display unit is
provided to a battery pack to display a battery discharge level
corresponding to the number of on-state LEDs even when the
battery pack is removed from an electronic device.

The above information disclosed in this Related Art section
is only for enhancement of understanding of the background
of'the invention and therefore it may contain information that
does not form the prior art that is already known to a person of
ordinary skill in the art.

SUMMARY OF THE INVENTION

One aspect of the present invention is a battery pack includ-
ing a battery gauge, which substantially overcome one or
more of the problems due to the limitations and disadvantages
of the related art.

Another aspect of the present invention is a battery pack
including a battery gauge, which includes a plurality of light
emitting diodes (LEDs) to prevent light from the LEDs from
affecting parts of a display unit corresponding to the neigh-
boring off-state LEDs when the LEDs are arranged to display
a battery discharge level, so that on/off operations of the
LEDs are accurately displayed, thereby accurately displaying
a battery discharge level.

Another aspect of the present invention is a battery pack
including: at least one rechargeable battery cell; a protective
circuit module electrically connected to the battery cell; a
pack case accommodating the battery cell and the protective
circuit module; and a battery gauge, wherein the battery
gauge includes: a circuit board; a plurality of light emitting
devices electrically connected to the battery cell on the circuit
board and turned on or off according to a voltage of the battery
cell; a display unit disposed outside the pack case at positions
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corresponding to the light emitting devices; and a partition
wall guiding light of the light emitting device to a part of the
display unit corresponding to the light emitting device.

In the above battery pack including a battery gauge, the
partition wall may have an end fixed on the circuit board, and
another end protruding to the display unit. In the above bat-
tery pack including a battery gauge, the partition wall may
have an end fixed on a lower side of the display unit, and
another end protruding to the circuit board.

In the above battery pack including a battery gauge, the
partition wall may be connected to a neighboring partition
wall through a plate to form a single piece. In the above
battery pack including a battery gauge, the partition wall may
be separated from a neighboring partition wall. In the above
battery pack including a battery gauge, the plate may include
a through hole.

In the above battery pack including a battery gauge, the
partition wall may be disposed between neighboring light
emitting devices of the light emitting devices.

In the above battery pack including a battery gauge, the
partition wall may be disposed between neighboring light
emitting devices of the light emitting devices, and be open in
aregion without the neighboring light emitting devices. Inthe
above battery pack including a battery gauge, the partition
wall may have a cross section that is parallel to the circuit
board and that includes one of a straight line, an arc with an
open portion, and a polygon with an open portion.

In the above battery pack including a battery gauge, the
partition wall may surround the light emitting device. In the
above battery pack including a battery gauge, the partition
wall may have an open upper surface and an open lower
surface. In the above battery pack including a battery gauge,
the partition wall may include a guide hole in a lower surface
to transmit light from the light emitting device upward. In the
above battery pack including a battery gauge, the partition
wall may have a cross section that is parallel to the circuit
board and that includes one of a circle and a polygon.

In the above battery pack including a battery gauge, the
light emitting devices may be fixed in a single row. In the
above battery pack including a battery gauge, at least three of
the light emitting devices may be fixed at corners of a poly-
gon.

In the above battery pack including a battery gauge, the
partition wall may be fixed through one of an adhesive, heat
welding, an adhesive tape, and a screw member.

In the above battery pack including a battery gauge, the
circuit board may include a switch, and the battery gauge may
turn the light emitting device on or off according to a voltage
of' the battery cell when the switch is turned on. In the above
battery pack including a battery gauge, the switch may have
an upper end exposed outside the pack case.

In the above battery pack including a battery gauge, the
circuit board may be electrically connected to the protective
circuit module, so that the circuit board is electrically con-
nected to the battery cell.

BRIEF DESCRIPTION OF THE DRAWINGS

A more complete appreciation of the invention, and many
of the attendant advantages thereof, will be readily apparent
as the same becomes better understood by reference to the
following detailed description when considered in conjunc-
tion with the accompanying drawings in which like reference
symbols indicate the same or similar components, wherein:
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FIG. 1 illustrates a perspective view of a battery pack
including a battery gauge according to an embodiment;

FIG. 2 illustrates a cross-sectional view of a principal part
of the battery gauge shown in FIG. 1;

FIG. 3 illustrates a plan view of the principal part of the
battery gauge of FIG. 1;

FIG. 4 illustrates a perspective view of partition walls
illustrated in FIG. 2;

FIG. 5 illustrates a cross-sectional view of a principal part
of a battery pack including a battery gauge, according to
another embodiment;

FIG. 6 illustrates a schematic view of a partition wall of a
battery pack including a battery gauge, according to an
embodiment;

FIG. 7 illustrates a schematic view of a partition wall of a
battery pack including a battery gauge, according to another
embodiment;

FIG. 8 illustrates a schematic view of a state where light
emitting devices of a battery pack including a battery gauge
are arranged, according to an embodiment; and

FIG. 9 illustrates a perspective view of partition walls of
FIG. 8.

DETAILED DESCRIPTION OF THE INVENTION

The present invention will be described more fully herein-
after with reference to the accompanying drawings, in which
exemplary embodiments of the invention are shown. As those
skilled in the art would realize, the described embodiments
may be modified in various different ways, all without depart-
ing from the spirit or scope of the principles for the present
invention.

Recognizing that sizes and thicknesses of constituent
members shown in the accompanying drawings are arbitrarily
given for better understanding and ease of description, the
present invention is not limited to the illustrated sizes and
thicknesses.

In the drawings, the thickness of layers, films, panels,
regions, etc., are exaggerated for clarity. Like reference
numerals designate like elements throughout the specifica-
tion. It will be understood that when an element such as a
layer, film, region, or substrate is referred to as being “on”
another element, it can be directly on the other element or
intervening elements may also be present. Alternatively,
when an element is referred to as being “directly on” another
element, there are no intervening elements present.

In order to clarify the present invention, elements extrinsic
to the description are omitted from the details of this descrip-
tion, and like reference numerals refer to like elements
throughout the specification.

In several exemplary embodiments, constituent elements
having the same configuration are representatively described
in a first exemplary embodiment by using the same reference
numeral and only constituent elements other than the con-
stituent elements described in the first exemplary embodi-
ment will be described in other embodiments.

In a battery pack including a battery gauge, LEDs may be
arranged in a predetermined shape. In this case, light emitted
from LEDs is scattered laterally, so that light is not only
emitted through parts of the display unit corresponding to the
“on” LEDs, but also through parts corresponding to “oft”
LEDs, thus, giving an inaccurate reading on the on/off opera-
tion states of the LEDs. In particular, when LEDs are distant
from a display unit, the interference of light emitted from the
LEDs further deteriorates the displayed on/off operation
states of the LEDs. This makes it difficult to accurately per-
ceive a battery discharge level, and thus it is desirable to
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prevent light from the LEDs from affecting parts of a display
unit corresponding to the neighboring off-state LEDs when
the LEDs are arranged to display a battery discharge level.

Example embodiments will now be described more fully
hereinafter with reference to the accompanying drawings;
however, they may be embodied in different forms and should
not be construed as limited to the embodiments set forth
herein. Rather, these embodiments are provided so that this
disclosure will be thorough and complete, and will fully
convey the scope of the invention to those skilled in the art.
Like reference numerals denote like elements throughout.

FIG. 1 illustrates a perspective view of a battery pack
including a battery gauge according to an embodiment. FIG.
2 illustrates a cross-sectional view of a principal part of the
battery gauge illustrated in FIG. 1. FIG. 3 illustrates a plan
view of the principal part of the battery gauge illustrated in
FIG. 1. FIG. 4 illustrates a perspective view of partition walls
illustrated in FIG. 2.

Referring to FIGS. 1 to 4, a battery pack according to an
exemplary embodiment includes at least one rechargeable
battery cell 100, a protective circuit module 200 electrically
connected to the battery cell 100, a pack case 300 accommo-
dating the battery cell 100 and the protective circuit module
200, and a battery gauge 400.

In one embodiment, the battery cell 100 is a related art
rechargeable battery that may be one of prismatic type bat-
teries, cylinder type batteries, and pouch type batteries, but
the present invention is not limited thereto. The battery cell
100 may be provided in plurality and connected in series
and/or in parallel, but the present invention is not limited
thereto.

Although not shown, the protective circuit module 200,
electrically connected to the battery cell 100, may include a
positive temperature coefficient (PTC) thermistor, a protec-
tive circuit unit, and a charge/discharge terminal that are
disposed on a substrate. The PTC thermistor is configured to
shut off electrical connection between the protective circuit
module 200 and the battery cell 100 when temperature is
excessively increased, or a current is excessively applied. A
passive device such as a resistor and a condenser, an active
device such as a field effect transistor, and an integrated
circuit are selectively disposed at the protective circuit unit.
When the battery cell 100 is charged, discharged, or over-
heated or when an excessive current is applied to the battery
cell 100, the protective circuit unit shuts off a charge/dis-
charge path of the battery cell 100 to prevent life cycle dete-
rioration, overheating and explosion of the battery cell 100.
The charge/discharge terminal, contacting a terminal of an
external device, is configured to perform a charge/discharge
operation through the external device.

The pack case 300 includes the battery cell 100, the pro-
tective circuit module 200, and a portion of the battery gauge
400 therein. Although the pack case 300 has an approximate
hexahedron shape, the shape of the pack case 300 may be
varied according to the shape of a relevant electronic device.

The battery gauge 400 includes a circuit board 410, a
plurality of light emitting devices 420, a display unit 430, and
partition walls 440. The circuit board 410, plurality of light
emitting devices 420, and partition walls 440 may be con-
tained within the pack case 300. The display unit 430 may be
disposed on the pack case 300.

The light emitting devices 420, fixed to the circuit board
410, may include a control unit (not shown) that controls the
light emitting devices 420 to be turned off or on according to
a voltage.

As is well known in the art, the control unit turns the light
emitting devices 420 on or off according to a battery dis-
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charge level of the battery cell 100. For example, the control
unit turning the light emitting devices 420 on or off according
to a voltage may be disposed on the circuit board 410 such that
a reference voltage is compared with a current voltage to turn
the light emitting devices 420 on or off corresponding to the
current voltage. Since this technology is well known it the art,
a detailed description thereof will be omitted.

A switch 411 is disposed at the circuit board 410. When the
switch 411 is turned on, the light emitting devices 420 are
turned on or off according to a voltage of the battery cell 100.
In this case, the upper end of the switch 411 may be exposed
outside the pack case 300 to conveniently use the switch 411.

The circuit board 410 may be directly and electrically
connected to the battery cell 100, so that the light emitting
devices 420 are electrically connected to the battery cell 100.
Alternatively, the circuit board 410 may be electrically con-
nected to the protective circuit module 200, so that the light
emitting devices 420 are electrically connected to the battery
cell 100 through the protective circuit module 200. The elec-
trical connection between the circuit board 410 and the pro-
tective circuit module 200 or the electrical connection
between the circuit board 410 and the battery cell 100 is
conveniently performed through a conductive wire member
oran electric wire member according to arelated art operation
such as welding. However, the type of a conductive wire
member or an electric wire member is not limited for electri-
cally connecting the circuit board 410 to the protective circuit
module 200 or the circuit board 410 to the battery cell 100.

The light emitting devices 420 are arrayed on the circuit
board 410, and are turned on or off according to a voltage of
the battery cell 100, so that a current battery discharge level
can be detected through the display unit 430. The light emit-
ting device 420 may be one of a light emitting diode (LED),
an organic electro luminance (EL), a lamp, and an equivalent
thereof, but the present invention is not limited thereto.

The light emitting devices 420 may be arrayed in various
shapes. Particularly, at least three light emitting devices 420
may be fixed at corners of a polygon. For example, when the
number of the light emitting devices 420 is four, the light
emitting devices 420 are respectively fixed to corners of a
tetragon as illustrated in FIG. 3. Alternatively, when the num-
ber of the light emitting devices 420 is five, the light emitting
devices 420 may be respectively fixed to corners of a penta-
gon (not shown).

The display unit 430 is disposed at positions corresponding
to the light emitting devices 420 at the pack case 300, so as to
display light of the light emitting devices 420 out of the pack
case 300. Accordingly, a user can easily perceive a current
battery discharge level through the display unit 430. The
display unit 430 may include a transparent or translucent
window, so that a user can conveniently perceive an on or off
state of the light emitting device 420.

The shape of the display unit 430 may be varied according
to the types of the light emitting devices 420 arrayed on the
circuit board 410. For example, when the light emitting
devices 420 are arrayed at the four corners of a tetragon, the
display unit 430 may have four parts arrayed in a doughnut
shape as illustrated in FIG. 1. Alternatively, when the light
emitting devices 420 are arrayed at the four corners of a
tetragon, a tetragonal switch (not shown) may be disposed in
the center of the display unit 430, and the entire display unit
430 may be disposed in a tetragonal shape around the tetrago-
nal switch. However, the shape of the display unit 430 is not
limited thereto.

The display unit 430 is provided by simply fixing the
display unit 430 through an insertion hole that has a shape
corresponding to the display unit 430 and that is disposed in
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the pack case 300. The display unit 430 is fixed through
adhesive, an adhesive tape, or one of various well known
adhering methods. The display unit 430 may be easily formed
of synthetic resin through an injection molding process. As
illustrated in FIG. 2, the upper end of the display unit 430 may
be exposed outside the pack case 300 such that a user easily
perceives a battery discharge level.

The partition walls 440 guide light emitted from the light
emitting devices 420 to the parts of the display unit 430
corresponding to the light emitting devices 420. Particularly,
when the light emitting devices 420 are arrayed, the partition
walls 440 guide light of the light emitting devices 420 to the
corresponding part of the display unit 430 without affecting a
neighboring off-state light emitting device 420qa of the light
emitting devices 420. Thus, an on/off operation of the light
emitting device 420 is accurately displayed along the parti-
tion walls 440 to the corresponding part of display unit 430, so
that a user can accurately detect a battery discharge level.

The partition wall 440 has a first end 441 fixed onto the
circuit board 410, and a second end 442 protruding to the
display unit 430, as illustrated in FIG. 2. The second end 442
may be spaced apart from the display unit 430 as illustrated in
FIG. 2, or be in contact with the display unit 430. When the
second end 442 is in contact with the display unit 430, light of
the light emitting device 420 is completely prevented from
affecting the part of the display unit 430 corresponding to the
neighboring off-state light emitting device 420a. Thus, the
on/off operation of the light emitting device 420 can be more
accurately displayed on the display unit 430.

The partition wall 440 may be disposed between the light
emitting device 420 and the neighboring light emitting device
420q to minimize the interference of light from the light
emitting devices 420.

The structures and shapes of the partition walls 440 may be
varied according to the number and arrangement of the light
emitting devices 420. For example, the partition wall 440 may
be connected to a neighboring partition wall 440a of the
partition walls 440 through a plate 443 to form a single piece
as illustrated in FIG. 4. Although not shown, the partition
walls 440 may be separated from each other. In this case, each
of the partition walls 440 should be fixed between the sepa-
rated light emitting device 420 and the neighboring light
emitting device 420a. However, when the partition wall 440 is
connected to the neighboring partition wall 440a through the
plate 443, the partition walls 440 can be fixed at one time by
fixing the plate 443, and handling of the partition walls 440 is
convenient. A through hole 444 may be disposed in the plate
443, and the switch 411 is connected to the circuit board 410
through the through hole 444.

The partition wall 440 may be disposed between the light
emitting device 420 and the neighboring light emitting device
420a, and a part of the partition walls 440 without the light
emitting device 420 may be open. For example, the partition
wall 440 may have an arc shape with an open rear side as
illustrated in FIG. 3. Alternatively, the partition walls 440
may have a cross section that is parallel to the circuit board
410 and that includes a straight line, an arc with an open
portion, or a polygon with an open portion. In this case, the
amount of material used for forming the partition walls 440
can be reduced. As such, the shapes of the partition walls 440
may be varied.

The partition walls 440 are easily formed through injection
molding. When considering costs, handling and fixing of the
partition walls 440, the partition walls 440 may be formed of
synthetic resin. Synthetic resin used for the partition walls
440 may be acryl, poly ethylene terephthalate (PET), or poly-
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carbonate (PC), but the present invention is not limited
thereto. As is well known in the art, the partition walls 440
may be formed of metal.

A method of fixing the partition walls 440 to the circuit
board 410 may be varied according to the material of the
partition walls 440. For example, when the partition walls 440
are formed of synthetic resin, the partition walls 440 may be
fixed to the circuit board 410 through one of an adhesive, heat
welding, an adhesive tape, and a screw member. However,
when the partition walls 440 are formed of metal, the partition
walls 440 may be fixed to the circuit board 410 through
welding such as soldering, which is well known in the art.

Although the partition walls are fixed to the circuit board in
the previous embodiment, a fixing position of the partition
walls may be varied as follows. FIG. 5 illustrates a cross-
sectional view of a principal part of a battery pack including
a battery gauge, according to another embodiment.

Referring to FIG. 5, a battery gauge of a battery pack
includes the circuit board 410, the light emitting devices 420,
the display unit 430, and partition walls 540.

Since the present embodiment is the same as the previous
embodiment in configuration except for a fixing position of
the partition walls 540, a detailed description thereof will be
omitted. Hereinafter, the fixing position of the partition walls
540 will now be described in detail.

The partition wall 540 has a first end 541 protruding to the
circuit board 410, and a second end 542 fixed under the
display unit 430. In this case, light from the light emitting
devices 420 does not affect the neighboring off-state light
emitting device 420q. Thus, the on/off operations of the light
emitting devices 420 are accurately displayed through the
display unit 430, so that a user can accurately detect a battery
discharge level.

The first end 541 may be spaced apart from the circuit
board 410 as illustrated in FIG. 5, or be in contact with the
circuit board 410. When the first end 541 is in contact with the
circuit board 410, light from the light emitting device 420 is
completely prevented from affecting the part of the display
unit 430 corresponding to the neighboring off-state light
emitting device 420q. Thus, the on/off operations of the light
emitting devices 420 can be more accurately displayed on the
display unit 430, so that a user can more accurately detect a
battery discharge level.

The structure and shape of the partition wall according to
the present invention may be varied. Hereinafter, the structure
of a partition wall will now be described according to another
embodiment. FIG. 6 illustrates a schematic view of a partition
wall of a battery pack including a battery gauge, according to
an embodiment. FIG. 7 illustrates a schematic view of a
partition wall of a battery pack including a battery gauge,
according to another embodiment.

Referring to FIGS. 6 and 7, partition walls 640 and 740
may surround light emitting devices. To this end, each of the
partition walls 640 and 740 may include open upper and
lower surfaces, or a guide hole (not shown) in the lower
surface to transmit light from the light emitting device
upward. Each of the partition walls 640 and 740 may have a
cylindrical or hexahedron shape having open upper and lower
surfaces, and a cross section of the partition walls 640 and 740
parallel to a circuit board may have one of various shapes
including a circle and a tetragon.

When the partition walls 640 and 740 surround light emit-
ting devices, light from the light emitting devices is displayed
through corresponding parts of display units, so that light of
the light emitting devices does not affect parts of the display
units corresponding to neighboring off-state light emitting
devices. Thus, on/off operations of the light emitting devices
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are more accurately displayed through the display units, and
auser can more accurately perceive a battery discharge level.

The neighboring partition walls 640 may be separated from
each other, or be connected to each other through a plate to
form a single piece, as described above. The neighboring
partition walls 740 may be separated from each other, or be
connected to each other through a plate to form a single piece,
as described above.

As described in the previous embodiment, the arrangement
of'partition walls may be varied. Hereinafter, the arrangement
of partition walls will now be described according to another
embodiment. FIG. 8 illustrates a schematic view of a state
where light emitting devices of a battery pack including a
battery gauge are arranged, according to an embodiment.
FIG. 9 illustrates a perspective view of partition walls of FIG.
8.

Referring to FIGS. 8 and 9, the light emitting devices 420
may be fixed in a single row. That is, although at least three of
the light emitting devices 420 are fixed at corners of'a polygon
in the previous embodiment, the light emitting devices 420
may be fixed in a single row according to the present embodi-
ment. Since the present embodiment is the same as the pre-
vious embodiment in configuration except for the arrange-
ment of the partition walls 540, a detailed description thereof
will be omitted. Hereinafter, the arrangement of partition
walls 840 will now be described in detail.

As described above, when the light emitting devices 420
are arranged in a single row, the partition wall 840 is disposed
between the light emitting device 420 and the neighboring
light emitting device 420q. The partition wall 840 may be
connected to a neighboring partition wall 840q of the partition
walls 840 through a plate 843 to form a single piece. When the
partition wall 840 is connected to the neighboring partition
wall 840qa through the plate 843, a guide hole (not shown)
may be disposed in the plate 843 to transmit light of the light
emitting device 420 fixed onto the circuit board 410 to the
upper side of the plate 843. Although not shown, parts con-
stituting a display unit may be arrayed in a single row.

Even when the light emitting devices 420 are arrayed in a
single row, the partition walls 840 prevent light of the light
emitting devices 420 from affecting the part of the display
unit corresponding to the neighboring off state light emitting
device 420q. Thus, the on/off operations of the light emitting
devices 420 can be accurately displayed through the corre-
sponding parts of the display unit, and thus a user can accu-
rately perceive a battery discharge level.

According to the embodiments, a battery pack includes a
partition wall that prevents light of light emitting devices
from affecting parts of a display unit corresponding to the
neighboring off state light emitting devices. Thus, on/off
operations of the light emitting devices can be accurately
displayed through the corresponding parts of the display unit,
and thus a user can accurately perceive a battery discharge
level.

Exemplary embodiments have been disclosed herein, and
although specific terms are employed, they are used and are to
be interpreted in a generic and descriptive sense only and not
for purpose of limitation. Accordingly, it will be understood
by those of ordinary skill in the art that various changes in
form and details may be made without departing from the
spirit and scope of the present invention as set forth in the
following claims.
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What is claimed is:

1. A battery pack, comprising:

at least one rechargeable battery cell;

a protective circuit module electrically connected to the
battery cell;

a pack case accommodating the battery cell and the pro-
tective circuit module; and

a battery gauge, the battery gauge comprises:

a circuit board;

aplate on the circuit board having an approximate + shape;

a plurality of light emitting devices electrically connected
to the battery cell on the circuit board and turned on or
off according to a voltage of the battery cell;

a display unit disposed outside the pack case at positions
corresponding to the light emitting devices; and

a plurality of partition wall guiding lights extending at 90
degrees from the plate, each of the plurality of partition
wall guiding lights has three walls with a center wall
attached to two outer walls at angles of greater than 90
degrees and less than 180 degrees,

wherein the three walls of each of the plurality of partition
wall guiding lights partially surrounds one of the plural-
ity of light emitting devices,

wherein the outer walls of adjacent partition wall guiding
lights do not connect with any other structure except the
plate and the center wall and form an open portion cor-
responding to a region without light emitting devices
where extensions of the approximate + shaped plate
exist.

2. The battery pack as claimed in claim 1, wherein the

partition wall has an end fixed on the circuit board, and
another end protruding to the display unit.
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3. The battery pack as claimed in claim 1, wherein the
partition wall has an end fixed on a lower side of the display
unit, and another end protruding to the circuit board.

4. The battery pack as claimed in claim 1, wherein the
partition wall is connected to a neighboring partition wall
through a plate to form a single piece.

5. The battery pack as claimed in claim 4, wherein the plate
comprises a through hole.

6. The battery pack as claimed in claim 1, wherein the
partition wall is separated from a neighboring partition wall.

7. The battery pack as claimed in claim 1, wherein the
partition wall is disposed between neighboring light emitting
devices of the light emitting devices.

8. The battery pack as claimed in claim 2, wherein the
partition wall is fixed through one of an adhesive, heat weld-
ing, an adhesive tape, and a screw member.

9. The battery pack as claimed in claim 1, wherein the
circuit board comprises a switch, and the battery gauge turns
the light emitting device on or off according to a voltage of the
battery cell when the switch is turned on.

10. The battery pack as claimed in claim 1, wherein the
switch has an upper end exposed outside the pack case.

11. The battery pack as claimed in claim 1, wherein the
circuit board is electrically connected to the protective circuit
module, so that the circuit board is electrically connected to
the battery cell.

12. The battery pack as claimed in claim 3, wherein the
partition wall is fixed through one of an adhesive, heat weld-
ing, an adhesive tape, and a screw member.
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